
 

JS-BS-1800V90 Series 
DCS 90° Vertical 
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ELECTRICAL SPECIFICATIONS 
Type 1800V90-16.5 1800V90-15 1800V90-13.5 
Frequency Range (MHz) 1710～1880MHz 
Gain (dBi) 16.5 15 13.5 
VSWR <1.4 <1.4 <1.4 
Front Back Ratio (dB) >23dB >23dB >23dB 

Horizontal 90°±8° 3dB BW 
Vertical 8° 12° 17° 

Polarization Vertical 
Intermod IM3 (dBm) <-107 
Input Impedance 50Ω 
Max Power 500 Watts 
Lightning Protection  DC Ground 
Connector Type 7/16” DIN Female 
Connector Place Bottom 

MECHANICAL SPECIFICATIONS 
Length×Width×Depth 1320×168×78 900×168×78 570×168×78 
Weight 4.8 Kg 3.5 Kg 2.4 Kg 
Relative Wind Velocity 60 m/s, 216 Km/h 
Radome Material Improved PVC 

JS-BS-1800V90-16.5 JS-BS-1800V90-15 

JS-BS-1800V90-13.5 



 

JS-BS-1800X90 Series 
DCS 90° Cross Polar 
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ELECTRICAL SPECIFICATIONS 
Type 1800X90-16.5 1800X90-15 1800X90-13.5 
Frequency Range (MHz) 1710～1880MHz 
Gain (dBi) 2×16.5 2×15 2×13.5 
VSWR <1.4 <1.4 <1.4 
Front Back Ratio (dB) >23dB >23dB >23dB 

Horizontal 90°±8° 3dB BW 
Vertical 8° 12° 17° 

Polarization +45°/-45° 
Isolation (dB) ≥30 dB ≥30 dB ≥30 dB 
Cross-polar (dB) ≥15 dB ≥15 dB ≥15 dB 
Intermod IM3 (dBm) <-107 
Input Impedance 50Ω 
Max Power 500 Watts 
Lightning Protection  DC Ground 
Connector Type 7/16” DIN Female 
Connector Place Bottom 

MECHANICAL SPECIFICATIONS 
Length×Width×Depth 1320×168×78 900×168×78 570×168×78 
Weight 4．8Kg 3．5Kg 2.4Kg 
Relative Wind Velocity 60 m/s, 216 Km/h 
Radome Material Improved PVC 

JS-BS-1800X90-16.5 JS-BS-1800X90-15 

JS-BS-1800X90-13.5 


